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1 About this manual  

1.1 Notice  

The products, services or features you have purchased are subject to the 

commercial contracts and terms agreed with our company. Some or all of the 

products, services or features described in this document may not fall within 

the scope of your purchase. Un less otherwise stipulated in the contract, our 

company makes no express or implied statement or warranty regarding the 

contents of this document.  

This document primarily provides information on the installation, electrical 

connections, and related aspects of the PowerMagic commercial and industrial 

ŜƴŜǊƎȅ ǎǘƻǊŀƎŜ ǎȅǎǘŜƳ όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ǘƘŜ άŜƴŜǊƎȅ ǎǘƻǊŀƎŜ ǎȅǎǘŜƳέ 

ƻǊ ά9{{έ). Before installing or operating the energy storage system, please read 

this manual carefully, familiarise yourself with the safety information, and 

understand the system's functions and characteristics.  

1.2 Target group  

This manual is intended for plant operators and qualified electrical technicians. 

As an integral part of the energy storage equipment, the manual may be 

printed from the electronic version where necessary. Please keep both the 

printed and electronic copies  properly for future reference. The equipment 

must always be operated strictly in accordance with the requirements set out 

in this manual.  

1.3 Copyright statement  

Copyright © Guangdong Sofar Smart Solar Technology Co.,  Ltd. All rights 

reserved.  

No organisation or individual may plagiarise, partially reproduce, fully 

reproduce (including software), copy or distribute this document in any form 

or by any means. Guangdong Sofar Smart Solar Technology Co., Ltd.  reserves 
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the right of final interpretation. This manual may be updated based on 

feedback from users or customers. Please visit our website at 

www.sofarsolar.com  for the latest version.  

1.4 Presentation of warnings  

This manual contains information on safe operation and uses symbols to 

ensure the safety of persons and property as well as the efficient operation of 

the inverter.  

 Read through the following symbol explanations carefully in order to 

prevent injury or property damage.  

Warning symbol  

 

The general danger symbol warns of the risk of serious injury 

when used with the signal words CAUTION, WARNING, and 

DANGER. 

Signal word  

DANGER
 

Indicates a hazardous situation which, if not avoided, will 

result in death or serious injury.  

WARNING
 

Indicates a hazardous situation which, if not avoided, 

could result in death or serious injury.  

CAUTION
 

Indicates a hazardous situation which, if not avoided, 

could result in minor or moderate injury.  

NOTICE
 

Indicates a danger that results in damage to or 

destruction of the device . 

Sectional warnings  

Sectional warnings refer to a complete section and are structured as follows:  

http://www.sofarsolar.com/
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WARNING  

Type and source of danger  

Consequences for non observance  

 Avoiding the danger  

Embedded warnings  

Embedded warnings are part of an action sequence and are placed right 

before the dangerous step.  

Combination of the type/source of danger, consequences for non -

observance and avoiding the danger.  

1.5 Presentation of action instructions  

This table shows the sequence of Action steps:  

Symbol  Function  

V This describes an action requirement  

1. 

2. 

3. 

This is the sequence of action steps that must be followed 

step by step  

 This is a single action step  

9 This describes the result of the action  

1.6 Note  

Notes are presented in a grey bar.  

Provides tips essential to the optimal operation of the product.  
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1.7 Abbreviations  

Abbreviation  Full Term  

PowerMagic  
PowerMagic  Commercial and Industrial Energy 

Storage System  

SOFAR Guangdong Sofar Smart Solar Technology Co., Ltd.  

1.8 Revision h istory  

The revision history records the details of each document update. The latest 

version incorporates all updates from previous versions.  
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2 Safety p recautions  

Statement  

Before transporting, storing, installing, operating, using and/or maintaining this 

product, please read this manual carefully. Strictly follow the instructions 

contained herein and comply with all safety precautions marked on the 

product and described in t his manual.  

Lƴ ŀŘŘƛǘƛƻƴ ǘƻ ŀƭƭ ǎŀŦŜǘȅ ƛƴǎǘǊǳŎǘƛƻƴǎ ƳŀǊƪŜŘ ŀǎ ά5ŀƴƎŜǊέΣ ά²ŀǊƴƛƴƎέΣ ά/ŀǳǘƛƻƴέΣ 

άbƻǘƛŎŜέ ŀƴŘ άbƻǘŜέ ƛƴ ǘƘƛǎ ƳŀƴǳŀƭΣ ȅƻǳ Ƴǳǎǘ ŀƭǎƻ ŎƻƳǇƭȅ ǿƛǘƘ ǘƘŜ ǊŜƭŜǾŀƴǘ 

international, national, or regional standards.  

The company shall not be held liable for any consequences resulting from 

failure to observe safe operating requirements or failure to comply with safety 

standards relating to the design, manufacture and use of the equipment.  

The company assumes no responsibility for the following situations or any 

consequences arising therefrom:  

¶ Product damage caused by force majeure events, including but not 

limited to earthquakes, floods, volcanic eruptions, mudslides, lightning 

strikes, fire, war, armed conflict, typhoons, hurricanes, tornadoes, or other 

extreme weather conditions . 

¶ Product installation or operating environments that do not comply with 

applicable international, national, or regional standards . 

¶ Failure to follow the operating instructions and safety warnings in the 

product and documentation . 

¶ Damage caused by you or a third party entrusted by you during 

transportation . 

¶ Damage caused by storage conditions not meeting the product 

requirements . 

¶ Damage caused by your negligence, intentional act, gross misconduct, 

improper operation, or any reason not attributable to the company, 

including that of third parties.  
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2.1 Personal safety  

DANGER  

 Fatal high voltage exists inside the equipment.  

 Observe and follow all warning labels affixed to the equipment.  

 Comply with the safety precautions listed in this manual and in other 

related documents for this equipment.  

 Follow the relevant protection requirements and safety instructions for 

the battery.  

 Risk of electric shock if you touch live parts such as power terminals, 

contact points, or connectors inside the equipment.  

 Always use appropriate protective equipment during operation, such 

as protective clothing, insulated footwear, safety goggles, safety 

helmets, and insulated gloves.  

 

WARNING  

 Always operate the energy storage system in strict accordance with the 

requirements of this manual.  

 To prevent accidents, observe the following precautions:   

Place prominent warning signs around the energy storage system to 

prevent accidental switching on and possible accidents.  

Install warning signboards or safety warning tapes near the equipment.  

 

NOTICE 

 If the device indicator light is flashing red, evacuate the site 

immediately.  

 

The lifting and transportation, installation and wiring, operation, and 

maintenance of the energy storage system must be carried out by professional 

technical personnel who meet the requirements of local regulations. Personnel 
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responsible for the installation and maintenance of the equipment must meet 

the following requirements:  

V Must receive strict training beforehand, master the correct operating 

methods, be familiar with the structure and working principles of the 

energy storage system and its upstream and downstream equipment, and 

understand all safety precautions as well as th e relevant standards of the 

country/region.  

V Must have undergone professional training related to the installation and 

commissioning of electrical equipment, and be capable of identifying the 

potential hazards and their severity during equipment installation, 

operation, and maintenance.  

V Must possess knowledge in electronics, electrical wiring, and mechanical 

engineering, and be familiar with electrical and mechanical schematics.  

V Must be capable of responding promptly and effectively to emergencies or 

hazardous situations that may occur during installation or commissioning.  

V Personnel engaged in special tasks such as electrical operations, working 

at height, or operating specialised equipment must hold special operation 

qualifications required by the local country/region.  

V Operators of medium -voltage equipment must hold a valid high -voltage 

electrical work licence.  

V Only personnel authorised to operate the equipment may approach it. 

Unauthorised persons must not come near the equipment.  

V Live operation during installation is strictly prohibited. The installation or 

removal of cables under live conditions is forbidden. Contact between 

cable conductors and live terminals may cause arcs, sparks, or 

fire/explosion, leading to fire hazards or p ersonal injury.  

V Incorrect or improper operation while the equipment is energised may 

result in fire, electric shock, or explosion, leading to injury, loss of life, or 

property damage.  

V Do not wear watches, bracelets, bangles, rings, necklaces or any other 

conductive items during operation to avoid electric shock or burns.  
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V Always use dedicated insulated tools during operation to prevent electric 

shock or short circuits. The insulation and voltage rating of tools must 

comply with local laws, regulations, standards, and codes.  

V Do not disable protective devices or ignore warnings, cautions, and 

preventive measures indicated in this manual or on the equipment.  

V If any fault occurs during operation that may result in personal injury or 

equipment damage, stop operation immediately, report to the person in 

charge, and take effective protective measures.  

V Do not energise the equipment before installation is complete or before 

confirmation by qualified personnel.  

V Do not directly touch, use other conductors to touch, or indirectly contact 

the powered equipment via wet objects. Measure the voltage at any 

contact points before touching terminals or conductive surfaces to ensure 

there is no risk of electric shock.  

V The equipment enclosure may become hot during operation. Do not touch 

to avoid burns.  

V Do not allow fingers, components, screws, tools, or circuit boards to come 

into contact with running fans to avoid injury or equipment damage.  

V In the event of fire, evacuate the building or equipment area immediately, 

activate the fire alarm, or call the fire emergency number. Under no 

circumstances should anyone re -enter a burning building or equipment 

area. 

2.2 Equipment safety  

2.2.1  Energy storage system safety  

DANGER  

 In the event of a fault in the energy storage system, do not stand in 

front of the cabinet doors (including the area covered by the open 

doors).  

 Do not open the cabinet doors while the system is in operation.  
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V The installation layout of the energy storage system must comply with 

local regulations regarding fire separation distances or firewalls, including 

but not limited to the requirements of GB 51048 -2014:  Design code for 

electrochemical energy storage station and NFPA 855: Standard for the 

Installation of Stationary Energy Storage Systems.  

V The energy storage system should undergo regular fire inspections at least 

once per month.  

V During live inspections, pay attention to the warning labels on the 

equipment and avoid standing in front of cabinet doors.  

V After replacing power components or modifying wiring, manually perform 

wiring checks to prevent abnormal system operation.  

V It is recommended that users prepare a camera or recording device to 

document the detailed process of installation, operation, and maintenance.  

V The energy storage system must be enclosed with fences, walls, or other 

protective measures, and display safety warning signs to restrict access. 

This is to prevent unauthorised personnel from entering the area during 

system operation, which could result i n personal injury or property damage.  
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2.2.2  Battery safety  

DANGER  

 Do not expose the batteries to high -temperature environments or near 

heat -generating equipment, such as direct sunlight, fire sources, 

transformers, or heaters. Overheating may cause leakage, smoke, 

release of flammable gases, thermal runaway, fire, or exp losion.  

 Do not disassemble, modify, or damage the batteries (e.g., inserting 

foreign objects, applying external pressure, immersing in water or other 

liquids), as this may result in leakage, smoke, release of flammable 

gases, thermal runaway, fire, or explosion.  

 Do not subject the batteries to mechanical shock, drops, collisions, 

punctures, or pressure impacts, as this may cause battery damage or 

fire.  

 Do not allow the battery terminals to come into contact with other 

metal objects, which may result in overheating or electrolyte leakage.  

 

For the safe use of the product, technical personnel must carefully read and 

comply with the following safety requirements. The company shall not be held 

responsible for any product malfunction, component damage, personal injury, 

or property loss resulting  from the following:  

¶ Failure to charge the battery on time, resulting in capacity loss or 

ƛǊǊŜǾŜǊǎƛōƭŜ ŘŀƳŀƎŜ ŘǳŜ ǘƻ ǘƘŜ ŎǳǎǘƻƳŜǊΩǎ ŀŎǘƛƻƴǎ. 

¶ Battery damage, drops, leakage, or other issues caused by improper 

operation or failure to follow battery handling instructions . 

¶ Over -discharge damage caused by failure to power on the battery in a 

timely manner . 

¶ Battery damage caused by charging or discharging with inappropriate 

equipment . 

¶ Frequent over -discharge due to improper maintenance, on -site system 

expansion, or inability to fully charge the battery over time . 
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¶ Damage caused by the incorrect configuration of battery operating 

parameters by the customer . 

¶ Direct damage caused by environmental conditions that do not meet the 

ōŀǘǘŜǊȅΩǎ ƻǇŜǊŀǘƛƻƴŀƭ ǊŜǉǳƛǊŜƳŜƴǘǎ. 

¶ Alteration of the battery usage scenario by the customer, including but 

not limited to connecting additional loads to the battery . 

¶ Failure to perform proper maintenance according to the manuals of 

associated equipment . 

¶ Continued use of batteries beyond their warranty period results  in product 

damage . 

¶ Use of defective or deformed batteries causes  product damage . 

¶ aƛȄƛƴƎ ǘƘŜ ŎƻƳǇŀƴȅΩǎ ōŀǘǘŜǊƛŜǎ ǿƛǘƘ ƻǘƘŜǊ ōŀǘǘŜǊƛŜǎΣ ƛƴŎƭǳŘƛƴƎ ōǳǘ ƴƻǘ 

limited to batteries of other brands or different rated capacities . 

¶ Storing or installing batteries together with flammable or explosive 

materials, causing product damage or other property loss . 

¶ Battery -related operations performed by personnel without proper 

protective equipment, resulting in personal injury or property damage . 

¶ Damage caused by eating, drinking, or smoking near the battery . 

¶ Theft of the battery.  

2.3 Environmental requirements  

DANGER  

 It is strictly forbidden to store flammable or explosive materials in the 

equipment area.  

 Do not place the equipment in environments containing flammable or 

explosive gases or fumes, and never operate the equipment in such 

environments.  

 Do not position the equipment near heat sources or open flames, such 

as fireworks, candles, heaters, or other heating devices, as excessive 

heat may cause equipment damage or fire.  
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V The equipment must be stored in a suitable temperature and humidity 

environment, in a clean, dry, and well -ventilated area, protected from dust 

and condensation.  

V Do not install or operate the equipment outside the limits specified in the 

technical specifications, as this may compromise performance and safety.  

V It is strictly forbidden to install, operate, or handle outdoor equipment and 

cables (including but not limited to equipment handling, cable operations, 

plugging and unplugging outdoor signal interfaces, working at height, 

outdoor installation, or door ope ning) during adverse weather conditions 

such as lightning, rain, snow, or strong winds above level 6.  

V Do not install the equipment in environments containing dust, smoke, 

volatile gases, corrosive gases, infrared or other radiation, organic solvents, 

or areas with excessive salinity.  

V Do not install the equipment in environments with conductive metallic 

dust or magnetic dust.  

V The installation site must have solid ground free from soft soil, rubber soil, 

or subsidence -prone foundations. Avoid low -lying or flood -prone areas; the 

ƛƴǎǘŀƭƭŀǘƛƻƴ ƭŜǾŜƭ Ƴǳǎǘ ōŜ ƘƛƎƘŜǊ ǘƘŀƴ ǘƘŜ ǊŜƎƛƻƴΩǎ ƘƛǎǘƻǊƛŎŀƭ ƳŀȄƛƳǳƳ 

water level.  

V If the equipment is installed in an area with dense vegetation, in addition 

to routine weeding, the ground beneath the equipment must be 

reinforced, for example , by paving with cement, gravel, or similar materials.  

V Before opening the equipment door during installation, operation, or 

maintenance, remove any standing water, ice, snow, or debris from the top 

surface to prevent foreign objects from falling inside.  

V Ensure the installation surface is firm and capable of bearing the weight of 

the equipment.  

V All cable entry points must be sealed. Use sealing compound for cable 

entries already in use, and use the supplied covers to seal unused entries.  

V After installation, remove all packaging materials from the equipment area, 

such as cartons, foam, plastic, and cable ties.  
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3 About the p roduct  

3.1 Overview  

The PowerMagic Commercial and Industrial Battery Energy Storage System 

(BESS) is designed for applications such as stand -alone energy storage, PV and 

BESS integration scenarios, BESS charging stations, and microgrid  scenarios.  

Its primary functions include reducing electricity costs for enterprises by 

utilising peak -valley  electricity price differences and serving as a reliable 

backup power supply.  

A typical application diagram of the PowerMagic C&I BESS is shown below:  

3.2 Functions and  features  

 Solution  

The C&I ESS includes the energy storage cabinet (with PCS and liquid cooling 

unit), junction  cabinet, and backup  cabinet, providing  a one -stop, full -scenario 

solution for customers.  

 Flexible capacity design  

The system supports flexible parallel connection and capacity expansion.  

 Cabinet parallel design  

To reduce the installation footprint, energy storage cabinets (with integrated 

PCS and liquid cooling units) in a C&I ESS can be connected in parallel 

configuration. This approach increases system energy density while reducing 

overall system costs . 

 

 

Figure 3.1: Schematic diagram of a typical PowerMagic application  
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 Upper ςlower compartment design  

The commercial and industrial energy storage cabinet adopts an upper ςlower 

compartment design. The battery PACKs are concentrated in the upper battery 

compartment, while the liquid cooling unit, PCS, auxiliary power modules, and 

other electrical components  are integrated into the lower electrical 

compartment. Dedicated safety protection measures are designed separately 

for the battery compartment and the electrical compartment, enabling 

compartmental isolation and reducing coupling effects.  

Compared with a left ςright compartment layout, the upper ςlower 

compartment design requires a smaller footprint and enables higher power 

and energy density.  

 3 + 2 Safety system  

Designed for ultimate safety:  

3 Levels of Fire Protection  

¶ Level 1: Pack -level perfluorohexanone gas fire suppression  (optional) . 

¶ Level 2: Compartment -level perfluorohexane gas fire suppression (or 

aerosol) . 

¶ Level 3: Water -based fire suppression.  

2 Additional Safety Measures  

¶ Explosion venting design.  

¶ Directional c ombustible gas exhaust system.  

Note: The system with a standard compartment -level aerosol fire suppression 

solution, with the option to select Pack -level or compartment -level 

perfluorohexane gas fire suppression . 

 Intelligent liquid cooling system  

The liquid cooling system ensures temperature uniformity, longer lifespan, and 

higher efficiency of battery modules. Using a local intelligent controller, the 

liquid cooling system can automatically adjust heating , cooling, and self -

circulation modes in real time, ensuring stable operation of the energy storage 

system under various harsh conditions.  
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 On/ off -grid switching  

By incorporating a backup cabinet, the commercial and industrial energy 

storage system can meet the requirements of both grid -connected and off -grid 

applications, as well as the need for quick switching between the two modes . 

 Local EMS functions  

The local controller inside the energy storage cabinet integrates a basic Energy 

Management System (EMS) for grid -connected applications. The key 

functionalities include:  

1. Anti -backflow protection  

2. Peak shaving  

3. Self -consumption optimization  

4. Overload protection  

5. Flexible charging and discharging strategies for different time periods  

ΧΧ 

 Remote & Local monitoring & O&M  

The system supports on -site monitoring, upgrades, and installation 

configuration via a local web interface. It also enables remote access through 

a web platform or mobile app, allowing real -time monitoring of system 

operating status . 

 High efficiency & Reliability  

Easy to install and operate, the system features high conversion  efficiency, 

comprehensive protection functions, long service life, and compliance with 

grid interconnection requirements in China,  Europe , and other regions.  

3.3 Model description  

The main product models involved in this article are follows:   

System configuration  Energy storage cabinet  

5 Pack, 261 kWh  ESS-261KLC -SA1 

 

Table 3.1 Product model  
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No. Name  Meaning  Take value description  

1 ESS 
Product series 

name  
Energy storage system  

2 261K Energy grade  Rated energy is 2 61kWh  

3 L Liquid cooling  Thermal management mode  

4 C 
Battery c ell 

capacity  
Example: A-280Ah, C -314Ah  

5 S/B 
With the 

PCS/battery  

Whether the PCS module is 

included  

6 A/D  AC/DC Voltage type  

7 1 
Product 

version  

The first generation of 

products  

3.4 System description  

 Single -unit grid -connected scenario:  Single energy storage cabin et  

 

 

 

Figure 3.2: Model identification  

Table 3.2 Description of energy storage cabinet/battery cabinet model  

  

Figure 3.3: Single cabinet scenario  
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 Multi -unit expansion on -grid scenario: Multiple energy storage cabinets + 

junction cabinet  

 

 Multi -unit expansion on/off -grid scenario: Multiple energy storage 

cabinets + backup cabine t  

 

 PV + Storage microgrid scenario: Multiple energy storage cabinets + PV 

inverters + backup cabinet  

 

Figure 3.4: Multi -unit expansion grid -connected scenario  

 

Figure 3.5: Multi -unit expansion on/off -grid  scenario   

 

Figure 3.6: PV + Storage microgrid  scenario  
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3.5 Dimension  

3.6 Component introduction  

NO. Name  Qty . Description  

A Cabinet  1  

B 
Temperature/smoke/

combined detectors  
1  

C Aerosol  1  

D Logo indicator  1  

E 
Emergency stop 

button  
1  

F PACK 5  

G Liquid Cooling piping  1  

 
Figure 3.7: Dimensions of energy storage cabinet and  

m aximum door opening size 

Table 3.3 Introduction of energy storage cabinet components  
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NO. Name  Qty . Description  

H 
Liquid cooling 

machine  
1  

I PCS 1  

J Distribution module  1  

K Buzzer  1  

L 
Miniature circuit 

breaker (MCB)  
2  

M 
Water immersion 

electrode plate  
1  

N 
Lighting/Access 

control switch  
1  

O Water fire sprinkler  1  

P Fuse 1  

Q 

Electrical 

compartment flame 

detection tube  

1  

R Signal terminals  1  

S 
Water fire protection 

interface  
1  

T 
Directional smoke 

exhaust outlet  
1  
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The above pictures are for reference only, please refer to the physical 

objects received!  

 

 

 

Figure 3.8: Components of the  energy storage cabinet  
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4 Transport and storage  

4.1 Transport precautions  

WARNING  

 In the whole process of loading, unloading, transport, must comply 

with the project in the country/region of the container operation safety 

regulations!  

 In the whole process of loading, unloading and transport, must meet 

the transport origin country, route country, destination country 

transport container operation specification and regulatory 

requirements!  

 The energy storage system mechanical parameters (dimensions and 

weights) should be kept in mind during the operation.  

 All personnel involved in loading, unloading and bolting should receive 

appropriate training, especially in safety.  

 

CAUTION  

 Failure to transport and store in accordance with the requirements of 

this manual may void the warranty.  

 

¶ The energy storage system can be shipped directly to site, meeting the 

transportation requirements for road vehicles and vessels. For sea 

transport, the system complies with the IMDG Code and the International 

Maritime Dangerous Goods Regulations. For land  transport, it complies 

with ADR or JT/T 617 requirements.  

¶ Air transport is currently not permitted, and railway transport is not 

supported.  

¶ The system features an integrated design, then the  cabinet  can be lifted 

and transported as a whole using a forklift.  
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Conditions for transportation and handling:  

V All cabinet doors must be securely locked, and no objects may protrude 

from the box . 

V Depending on site conditions, select appropriate forklifts and tools. All 

tools used must meet the handling requirements of the system.  

V During handling, warning signs or safety barriers must be set up to prevent 

unauthorised  personnel from entering the operation area and avoid 

accidents.  

V Handling must be suspended under adverse weather conditions such as 

heavy rain, fog, or strong winds.  

V Before operation, ensure the forklift meets the load -bearing requirement: 

ŎŀǇŀŎƛǘȅ җ п ǘΦ 

V wŜŎƻƳƳŜƴŘŜŘ ŦƻǊƪ ŘƛƳŜƴǎƛƻƴǎΥ ƭŜƴƎǘƘ җ мΦ5 m, width 100ς180 cm, 

thickness 25 ς55 cm.  

 

 

Figure 4.1: Forklift transport front side  

 

Figure 4.2: Forklift truck side transport  
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4.2 Storage requirements  

NOTICE 

 Before storage, the energy storage system should be checked and data 

recorded. Ensure that the cabinet door and the  door of each device 

inside are locked, and the power switch is in a safe state.  

 During storage, it is necessary to provide relevant proof of compliance 

with product storage requirements, such as temperature and humidity 

log data, storage environment photos and inspection reports.  

 The energy storage system and transport time is not more than 6 

months in total (counting time from the start of shipment), and should 

be used promptly; otherwise, lithium long -term storage will result in 

capacity loss.  

 

Storage environment requirements:  

V Recommended storage temperature: 20 ᴈ 30ᴈ; 

V Relative humidity: 5%RH 80%RH;  

V Dry, ventilated and clean;  

V Avoid contact with corrosive organic solvents, gases and other substances;  

V The distance from the heat source should not be less than two meters;  

 

Storage location requirements:  

V The storage location of the energy storage system should have sufficient 

ōŜŀǊƛƴƎ ŎŀǇŀŎƛǘȅ όǎƛƴƎƭŜ ŎŀōƛƴŜǘ җ пǘύΣ ǘƘŜ ƎǊƻǳƴŘ ƴŜŜŘǎ ǘƻ ōŜ ƭŜǾŜƭΣ ǘƘŜ 

ŦƭŀǘƴŜǎǎ ǎƘƻǳƭŘ ōŜ Җ оƳƳΣ ƴƻ ǎƭƻǇŜΣ ŀƴŘ ǘƘŜǊŜ ƛǎ ƴƻ ŀŎŎǳƳǳƭŀǘƛƻƴ ƻŦ 

materials around.  

V Before storage, the energy storage system should be reasonably padded 

according to the local meteorological conditions, to avoid rain or ground 

water erosion;  

V The storage location should avoid mechanical impact, heavy pressure and 

strong magnetic field action.  
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Regular inspection:  

V Inspect at least once every half a month to check whether the packaging 

is intact and undamaged to avoid insects and rodents, and replace it 

immediately if it is found to be damaged. Before installing the energy 

storage system for long -term storage (more t han 6 months), it should be 

inspected and tested by professional personnel before it is put into use.  

V Long -term storage of batteries is not recommended due to the capacity 

degradation that occurs when batteries are stored for long periods of time. 

In addition to this, even if the battery is stored at the recommended 

optimal storage temperature, there will be irreversible capacity 

degradation due to calendar effects. The longer the storage time, the 

greater the irreversible degradation. Please refer to the technical 

agreement for specific degradation values. Stock batteries are shipped on 

a first -in -first -ou t basis.  

V Calculated from the date of shipment, energy storage systems with a 

storage period of more than 8 months under the above conditions should 

be charged and discharged once to bring the system SOC up to 30%~40%, 

and the SOC needs to be consistent after replen ishment.  

V The air inlet and outlet of the energy storage system should be protected, 

and effective measures should be taken to prevent the intrusion of 

rainwater, sand and dust into the interior of the energy storage system.  
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5 Installation  

5.1 Installation requirements  

5.1.1  Installation environment requirements  

V The external environment meets the requirements of GB 51048 -2014:  

Design code for electrochemical energy storage station in China. The 

global compliance with NFPA 855 Standard for the Installation of 

Stationary Energy Storage Systems or IEC 62933 -5-2: Safety Requirements 

for Grid -Integrated BESS Systems.  

V The equipment should be installed in an area away from liquids, and 

should not be installed under water pipes, air outlets and other locations 

that are prone to condensation; it should not be installed under air 

conditioning outlets, vents, server room out let windows and other 

locations that are prone to water leakage to prevent liquids from entering 

the interior of the equipment and causing equipment malfunctions or 

short circuits.  

V It is prohibited to place the equipment in an environment with flammable 

or explosive gases or fumes, and to perform any operation in such an 

environment.  

V Installation of an energy storage system in a salt -affected area will cause 

corrosion and may result in a fire, so do not install an energy storage system 

outdoors in a salt -affected area. Salt -affected areas are areas within 2km 

of the coast or affected b y sea breezes. The area affected by sea breeze 

varies depending on meteorological conditions (e.g. typhoons, seasonal 

winds) or topography (presence of dykes, hills).  

5.1.2  Installation operation requirements  

V The operation area should be well marked with warning signs, and there 

should be at least one qualified supervisor responsible for industrial safety 

on site.  
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V Operators must undergo relevant training and obtain relevant certificates 

of competency before taking up their duties.  

V Operators should do a good job of personal protection, wear helmets and 

safety belts; use all kinds of tools in a reasonable and compliant manner; 

any tools used in the operation should undergo maintenance and quality 

inspection.  

V If special operations or work at height are required, they should report to 

the safety personnel in advance and take precautionary measures.  

V In case of bad weather or an unexpected situation, the work should be 

stopped immediately.  

5.2 Foundation  

5.2.1  Foundation construction requirements  

Improper foundation design can lead to major issues in system placement, 

door operation, and long -term performance. The foundation must therefore be 

designed and constructed in accordance with defined standards to ensure 

adequate mechanical support, proper  cable routing, and convenient access for 

maintenance.  

WARNING  

 The energy storage system is relatively heavy. Before constructing the 

foundation, a detailed assessment of site conditions τparticularly 

geological and environmental factors τmust be carried out. Foundation 

design and construction may only commence once the se conditions 

have been verified.  

 An integrated foundation is mandatory.  

 

Site Selection Requirements : 

V The installation site must not be located in low -lying areas. The installation 

level shall be at least 300 mm above the historical maximum water level 

in the region.  



 INSTALLATION  

User Manual  27 / 94 

V The minimum distance to airports, underground landfill sites, riverbanks, 

ƻǊ ŘŀƳǎ ǎƘŀƭƭ ōŜ җ н ƪƳΦ 

V The site should be open and unobstructed, ensuring a clear area of at least 

10 m around the system.  

V For safety, the system shall be installed at least 12 m away from residential 

buildings and more than 30.5 m from densely populated facilities such as 

schools or hospitals. If these safety distances cannot be achieved, a fire -

rated wall shall be constructe d between the system and the building.  

V The site shall provide sufficient land for current installation needs and 

ŀƭƭƻǿ ǎǇŀŎŜ ŦƻǊ ŦǳǘǳǊŜ ŜȄǇŀƴǎƛƻƴ ƻǾŜǊ ǘƘŜ ǎȅǎǘŜƳΩǎ ƭƛŦŜ ŎȅŎƭŜΦ 

V The site must be well ventilated.  

 

Sites not recommended by industry standards and regulations shall be avoided, 

including but not limited to:  

V Areas subject to strong vibration, high noise, or intense electromagnetic 

interference.  

V Locations with dust, oil smoke, harmful or corrosive gases.  

V Facilities that produce or store corrosive, flammable, or explosive materials.  

V Areas with existing underground facilities.  

V Sites with problematic geological conditions, such as rubber soil, weak soil 

layers, waterlogging, or subsidence -prone ground.  

V Seismic fault zones or earthquake -prone areas with a seismic intensity 

rating higher than IX.  

V Areas exposed to direct geological hazards such as mudslides, landslides, 

quicksand, or karst caves.  

V Mining subsidence or displacement zones.  

V Blast hazard zones.  

V Areas at risk of flooding due to dam or levee failure.  

V Protected zones of important drinking water sources.  

V Historical and cultural heritage protection areas.  

V Densely populated sites, high -rise buildings, or underground structures.  
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Foundations shall be constructed to meet, as a minimum, the following 

requirements   

V The energy storage system must be mounted on concrete or other non -

combustible surfaces, and the mounting plane must be level, firm, and flat, 

with sufficient bearing capacity to prohibit depressions or tilting.  

V The equipment foundation is configured according to the total weight of 

the equipment n*4t ("n" indicates the number of energy storage cabinets ), 

and when the load -bearing capacity of the foundation is not satisfied, it 

needs to be reviewed.  

V The bottom of the pit for the equipment foundation must be compacted 

and filled.  

V Equipment foundation excavation is strictly prohibited after soaking water 

disturbance, if soaking water disturbance should continue to excavate and 

refill.  

V 9ǉǳƛǇƳŜƴǘ ŦƻǳƴŘŀǘƛƻƴ ŀƴŘ ŎŀōƛƴŜǘ ŎƻƴǘŀŎǘ ǎǳǊŦŀŎŜ ƭŜǾŜƭ ŜǊǊƻǊ Җ оƳƳΦ 

V Foundations must be above the local historic high est  water level and at 

least 300mm above grade.  

V Construct drainage facilities in conjunction with local geological and 

municipal drainage requirements to ensure that water does not 

accumulate at the equipment foundations. The foundations should be 

constructed to meet the local historical maximum rainfal l drainage 

requirements, and the discharged water needs to be treated in accordance 

with local laws and regulations.  

V When constructing equipment foundations, it is necessary to consider the 

cable outlet of the energy storage system and to reserve a trench or an 

inlet hole.  

V The holes reserved for the foundation of the equipment and the holes in 

the bottom of the equipment for incoming wires should be blocked.  

V The foundation is made according to the foundation plan provided by 

SOFAR, or the foundation plan confirmed by our company, and the 

tolerance of the upper surface of the foundation is required to be ±3mm.  
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5.2.2  Requirements for installation space  

In order to ensure that the air inlet can be better air intake and maintenance, 

it is recommended to reserve enough space around the cabinet  installation 

position . A minimum clearance of 600 mm is recommended on all sides, and 

a fire emergency access passage of not less than 1000 mm shall be provided. 

The minimum space requirement is shown in the figure below:  

 

 

Figure 5.1: Single -unit  energy storage system installation  

 

Figure 5.2: Parallel cabinet installation (face -to -face)  
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5.2.3  Recommended foundation drawing  

The figure below is a simplified illustration only. Detailed foundations 

must be constructed in accordance with foundation drawings supplied 

by SOFAR or with drawings approved by the Company.  

 

 

Figure 5.3: Parallel cabinet installation (back -to -back)  

 

Figure 5.4: Single energy storage cabinet foundation  
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5.2.4  Optional customised  steel base  

The figure below shows an optional steel foundation.  

 

 

Figure 5.5: Foundation for two energy storage cabinets installed in parallel  

 

Figure 5.6: Optional steel foundation  
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5.3 Hoisting and fixing  

5.3.1  Preparation tools  

NOTICE 

 The tools used, such as socket wrenches, torque wrenches, and 

screwdrivers, must have insulated handles or be insulated tools.  

 

The tools to be prepared before the installation of the equipment are as follows.  

  

 

 

Hammer drill  (drill 

bit: 2l0mm) 
Torque socket 

wrench  

Moment of 

force spanner  
Diagonal pliers  

 
 

 
 

Wire strippers  One -word 

screwdriver  

Knife head: 

0.6mm× 3.5mm  

Rubber mallet  Utility knife  

 

 

  

Marker  Steel measuring 

tape  

Level  Hydraulic tong  

Table 5.1 Tools Required Before Installing the Energy Storage System.  
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Cable cutter  Crystal head 

clamp  

Vacuum clear  Multimeter  

5/ ǾƻƭǘŀƎŜ ǊŀƴƎŜ җ 

1500V DC  

  

 

 
Heat -shrinkable 

sleeve  

Heat gun  Tie-line belt  Insulation ladder  

  - - 

Crane  Lifting rope    

 

  
 

 

Safety gloves  Safety goggles  Dust mask  Safety boots  

Table 5.2 Personal protection tools  
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- 

Reflective 

waistcoat  

Safety helmet  Field medical 

chest  

 

5.3.2  Check before installation  

Verify Delivery Items  

 Check all delivered items against the accompanying packing list to ensure 

completeness.  

Inspect the Equipment  

 Confirm that the received cabinets match the models specified in the 

order.  

 Examine the energy storage system and internal components for any signs 

of damage, such as holes, cracks, or other potential defects.  

 If any issues are identified, or if the model does not match the order, please 

contact your distributor immediately.  

5.3.3  Installation and fixing work  

WARNING  

 Only a complete and undamaged energy storage system may be 

installed!  

Prerequisites:  

V Before installation, make sure that the crane, sling, forklift, etc., meet the 

load -bearing requirements;  

V Preparation of steel cables for lifting has been completed ; 

V Foundations have been constructed as required;  
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V Meet the weather requirements for lifting and forklift transport; when 

installing outdoors, lifting work should be stopped in case of bad weather 

conditions, such as heavy rain, fog, strong winds, etc.  

Installation considerations:  

Table 5.3 Precautions for Installation of energy storage system  

Installation process  Precautions  

Pre-installation  

The lifting capacity of the crane exceeds 6t, and 

the working radius is not less than 5m. The 

carrying capacity of the forklift truck is at least 4t. 

If the working conditions at the site do not meet 

the requirements, it is necessary to find a 

professional to carry out an assessment.  

Personnel carrying out forklift transport and lifting 

operations are required to undergo relevant 

training and be qualified before taking up their 

duties.  

Forklifts and lifting tools need to be inspected and 

qualified, and tools are complete before use.  

Ensure that the lifting tool is securely fixed to a 

load -bearing fixture or wall.  

Confirm that the crane and cable meet the 

requirements before lifting.  

The doors of the energy storage cabinets are all 

closed and locked.  

Ensure that the steel cable is connected safely and 

reliably.  

A left -to -right or right -to -left lifting sequence is 

recommended to ensure smooth lifting.  

Installation  

It is strictly prohibited for unrelated persons to 

enter the forklift truck transport area, lifting area, 

or  to stand under the boom.  

Ensure that the crane is in the right position and 

cannot be lifted for long distances.  

YŜŜǇ ǎƳƻƻǘƘΣ ǘƘŜ ŎŀōƛƴŜǘ ŘƛŀƎƻƴŀƭ ǘƛƭǘ Җ рϲΦ 
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Installation process  Precautions  

Ensure that the angle between the two lifting 

cables is <60°.  

Forklift trucks transport and lift equipment gently, 

lift the equipment slowly, and the energy storage 

system should be lifted slowly and smoothly to 

avoid impact on the internal equipment.  

When the energy storage system is in contact with 

the concrete support platform, wait until the four 

support force surfaces are relatively uniform 

before removing the lifting cable and forklift arm.  

It is prohibited to drag the wire rope and spreader, 

and prohibited to use hard objects to hit.  

Procedure:  

1. Mark the installation reference point of the energy storage system  on the 

concrete support platform using a marker. Based on this point, use a 

chalk line and a long measuring tape to outline the positions of the four 

cabinet corners.  

2. Use appropriate tools to remove the external corner protectors, 

cardboard packaging, sheet metal parts, and protective covers from the 

equipment . 

 

Figure 5.7: Energy storage cabinet packaging  
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3. Open the cabinet door and remove the accessory kit supplied with the 

equipment. Check the delivered items and quantities against the  Packing 

List . If any items are missing, please contact your distributor as soon as 

possible . 

4. Secure the M20 lifting eye bolts supplied in the accessory kit to the lifting 

holes on the top of the energy storage ca binet, close the cabinet door, 

and remove any surrounding obstacles. Adjust the cabinet orientation to 

match the intended installation direction, and use a crane to slowly lift 

the cabinet onto the concrete support platform.  

Upon completion of lifting, ensure that the cabinet base is accurately 

aligned with the base outline marked on the concrete support platform. 

(If a forklift is used to move the cabinet onto the concrete support 

platform, installation of the lifting eye bolts is not required.)  

 

Figure 5.8: Illustration of packing list  

 

Figure 5.9: Lifting Diagram  
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WARNING  

 When using a forklift truck to move the equipment, please tie down 

and secure it according to the actual situation to ensure that there is 

no risk of the equipment tipping over.  

5. Secure th e energy storage  system using the four corner brackets.  

Pre-position the angle brackets against the cabinet base. Mark the  

expansion bolt fixing positions using a marker. Drill the bolt holes with an 

impact drill. Insert the bolts into the holes and remove the nuts. First, use 

bolts to fasten the angle brackets to the cabinet base, and then tighten 

the bolt nuts to secure the cabinet to the foundation.  

 

NOTICE 

 When hoisting the energy storage system, it is necessary to ensure that 

the four corners of the energy storage system coincide with the corners 

drawn on the concrete support platform.  

 

During transportation, the energy storage  system is additionally protected 

with a safety cover.  

 

Checklist:  

After the energy storage system has been hoisted and installed, a post -

installation inspection must be carried out to ensure proper operation and 

smooth progress of subsequent installation work.  

No.  
Check the 

content  
Method  Standards  

1 
Are the bolts and 

nuts tight?  

Use a spanner to 

tighten again.  

Bolts and nuts are 

tightened.  

Table 5.4 Checks after installation  
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2 

Does the energy 

storage system 

door open and 

close properly?  

Perform an open 

and close 

operation on the 

energy storage 

system door.  

All doors of the 

energy storage 

system can be 

opened and closed 

smoothly.  

 

6. Open the accessory kit , take out the front and rear base panels, and 

secure them to the designated positions on the base.  

 
Figure 5.10: Secure the energy storage system with angle steel  

 

Figure 5.11: Installation diagram of front and rear base panels  
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5.3.4  Customised steel base installation  

1. Lift the steel base into position using a crane or transport it with a forklift,  

and ensure that the ά.ƭŀŎƪέ side of the steel base faces opposite to the 

preset cabinet door opening direction.  

2. Use expansion bolts to secure the steel base to the concrete floor. Mark 

the expansion bolt installation positions with a marker, drill the 

installation holes using an impact drill, install the expansion bolts, and 

tighten the expansion bolt nuts to the specified torque to firmly fix the 

steel base to the concrete foundati on. (See Figure 5.12 , items 1 ς4). 

3. Secure the energy storage cabinet firmly to the steel base using bolts.  Lift 

the energy storage cabinet onto the steel base, ensuring the base is fully 

aligned with the positioning lines. Using the specified torque, secure the 

mounting plate to both the cabinet base and the steel base with bolts 

(See Figure 5.12 , items 5 ς7). 

4. After completing the wiring, i nstall the front and rear base panels to seal 

the cabinet base . (See Figure 5.12, item 8).  

 

Figure 5.12: Steel Base Installation  
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6 Electrical connection  

DANGER  

Danger of high voltage! Electric shock hazard!  

 Do not touch electrically charged parts!  

 Please make sure that the AC and DC sides are not charged before 

installation.  

 Do not place the device on flammable surfaces.  

 

WARNING  

 Before wiring, check and ensure that the polarity of all input cables is 

correct.  

 During electrical installation, do not forcibly pull any wires or cables, as 

this may compromise the insulation performance.  

 Ensure that all cables and wires have sufficient space for any bends.  

 Adopt the necessary auxiliary measures to reduce the stress applied to 

cables and wires.  

 After completing each connection, carefully check and ensure that the 

connection is correct and secure.  

6.1 Safety p recautions  

6.1.1  Wiring requirements  

V The selection, installation, and routing of cables must comply with local 

laws, regulations, and standards.  

V Power cables must not be coiled or twisted during installation. If the cable 

length is insufficient, it must be replaced; joints or soldering points in 

power cables are strictly prohibited.  

V All cables must be firmly connected, properly insulated, and of appropriate 

specifications.  
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V Cable trays and cable entry holes must be free of sharp edges. Protective 

measures must be applied when cables pass through conduits or entry 

holes to prevent damage from sharp edges or burrs.  

V Cables of the same type should be bundled together, arranged neatly, and 

kept free from sheath damage. Different types of cables must be routed at 

least 30 mm apart; crossing or intertwining is strictly prohibited.  

V After wiring is completed, or when work is suspended, cable entries must 

be sealed immediately with sealing clay to prevent moisture and small 

animals from entering.  

V Buried cables must be reliably fixed with cable brackets and clamps. In 

backfill areas, cables must be laid close to the ground to avoid deformation 

or damage caused by soil pressure.  

V When external conditions (e.g., laying method or ambient temperature) 

change, cable selection and verification must comply local regulations and 

standards, ensuring current -carrying capacity meets requirements.  

V High temperatures may cause insulation aging or damage. The distance 

between cables and heating elements or heat sources must be at least 30 

mm.  

V At very low temperatures, strong impacts or vibrations may cause cable 

sheaths to crack due to brittleness. To ensure installation safety, the 

following must be observed:  

 ̧ All cables must be installed at ambient temperatures above 0°C. During 

handling, especially in low -temperature conditions, cables must be 

handled with care.  

 ̧ If cables are stored at temperatures below 0°C, they must be kept at 

room temperature for at least 24 hours before installation.  

 ̧ Improper handling, such as pushing cables directly off vehicles, is 

prohibited, as this may damage the cables and affect current capacity 

and thermal performance.  
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6.1.2  Short -circuit protectio n  

 During installation and maintenance of battery PACKs, wrap exposed 

cable terminals on the battery with insulating tape.  

 Prevent foreign objects (e.g., conductive materials, screws, liquids, etc.) 

from entering the battery to avoid short circuits.  

 

DANGER  

 Before making electrical connections, ensure that the equipment is free 

from damage; otherwise, electric shock or fire may occur.  

 Improper or incorrect operation may cause accidents such as fire or 

electric shock.  

 Prevent foreign objects from entering the equipment during operation, 

as this may cause short circuits, equipment damage, load derating or 

power loss, and even personal injury.  

 

WARNING  

 For equipment requiring grounding, the protective earth (PE) 

conductor must be connected first during installation and 

disconnected last during removal.  

 

NOTICE 

 5ƻ ƴƻǘ ǊƻǳǘŜ ŎŀōƭŜǎ ŀŎǊƻǎǎ ǘƘŜ ŜǉǳƛǇƳŜƴǘΩǎ ŀƛǊ ƛƴƭŜǘ ƻǊ ƻǳǘƭŜǘ ǘƻ ǇǊŜǾŜƴǘ 

blockage.  

6.1.3  Grounding requireme nts  

V The grounding impedance of the equipment must comply with local 

electrical standards.  

V The equipment must be permanently connected to protective earth. 

Before operating the equipment, check the electrical connections to 

ensure proper grounding.  
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V Do not operate the equipment without a connected grounding conductor.  

V Do not damage or remove the grounding conductor.  

V For equipment using a three -pin socket, ensure the grounding pin is 

reliably connected to protective earth.  

V For equipment with high touch current, connect the protective earth 

terminal of the chassis before connecting the input power supply to 

prevent electric shock hazards.  

6.1.4  ESD (electrostatic discharge ) protection  

Electrostatic charges generated by the human body can damage electrostatic -

sensitive components on boards, such as large -scale integrated circuits (LSI).  

V Before touching equipment, handling boards, modules with exposed 

circuit boards, or application -specific integrated circuits (ASIC), comply 

with ESD protection requirements: wear anti -static clothing, and use anti -

static gloves or wrist straps. The wrist s trap must be properly grounded.  

V When holding boards or modules with exposed circuits, grasp only the 

edges that do not contain components. Do not touch components with 

your hands.  

V Boards or modules that are removed must be packaged with anti -static 

materials before storage or transport.  
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6.2 Wiring preparation  

6.2.1  Installation tools  

 

 

 

 

  

Safety gloves  
Protective 

eyewear  
Safety shoes  Protective clothing  

 

  

 

Torque Screwdriver  Peeler Pliers  Hydraulic Pliers  Hot Air Guns  

   

 

Multimeter  Screwdriver  Torque spanner  Scissors  

 

 

 
 

Crimping pliers  Cutting pliers  Netting pliers  Fibre optic stripper  

Figure 6.1: Installation Tools  
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6.2.2  Prepare Cables  

Name  Type  

Scope of 

cross -

sectional area 

selection  

Terminal  Remarks  

AC input 

power cable  

5 core (A, B, C , N, 

PE) outdoor copper 

core wire or choose 

armored cable  

95mm²* 4 +  

50 mm²*1  

OT / DT 

terminal :  

A/B/C/N: M12  

PE: M8 

Energy s torage 

cabinet AC input 

three -phase power 

cable  

Parallel 

cabinet 

signal cable  

2 Core shielding 

cable  

(0.5~1mm²) *2  Tubular  

terminal, 

8 mm  

Connecting energy 

storage cabinets in 

parallel (for PWM 

communication and 

parallel 

synchronization I/O 

signals)  

RS485 

communicati

on cable  

2 Core shielding line  (0.5~1mm²) *2  Tubular 

terminal, 

8 mm  

For communication 

between the energy 

storage cabinet, 

external PCC, and 

PV meter  

CSU 

communicati

on network 

cable  

CAT 5E Outdoor 

shielded network 

cable, with an 

internal resistance 

ƻŦ мΦр ʍ κ млƳ 

τ Shield of the 

RJ 45 crystal 

head  

Local management 

or EMS 

communication  

DRM signal 

cable  

CAT 5E Outdoor 

shielded network 

cable, with an 

internal resistance 

ƻŦ мΦр ʍ κ млƳ 

τ Shield of the 

RJ 45 crystal 

head  

PCS DRM signal  

I/O dry 

contact 

signal cable  

2 Core cable  (0.5~1mm²) * 2 Tubular 

terminal, 

8 mm  

External fault output 

signals from the 

energy storage 

cabinet, external 

fault input signals to 

the energy storage 

cabinet, PCS NS 

protection signals, 

etc.  

Protective 

Grounding 

(PE) Cable  

Single -core outdoor 

copper core wire or 

grounding flat steel  

Copper core wire: 

(25mm²~50mm²) 

or ground flat 

steel: (section 

(40mm  * 4mm)  

M10 OT / DT 

terminal  
 

The specific size of 

the grounding wire / 

flat steel is subject 

to the design of the 

design institute  

Table 6.1 Recommended Cable Specifications  
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6.2.3  Cable crimping and connection  

OT/DT terminal crimping  

NOTICE 

 The cables used must comply with local laws and regulations.  

 The cable colors  shown in this manual are for reference only; please 

select cables according to local standards.  

 Cable cross -sectional area must be selected based on the maximum 

current -carrying capacity, and the length must include sufficient 

margin.  

 All DC input cables must be of the same specification and material.  

 All cables listed in the cable schedule shall be provided by the 

customer.  

 

 

 
(1) Heat -shrink tubing (2) OT/DT terminal  

(3) Hydraulic pliers (4) Hot air gun  

Figure 6.2: OT/DT Terminal crimping  
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No. Name  No. Name  

A Copper row  D Bolt  

B Flat pads  E Copper Terminal Block  

C Spring pads  F Nuts  

6.2.4  Opening the cabinet door and equipment box door  

1. Open the doors of the energy storage cabine t . Insert the key into the lock 

cylinder and rotate it. When the handle pops out, turn it clockwise to 

open the door.  

 

 

 
Figure 6.3: Cable connection  

Table 6.2 Cable Connection Description  

 

Figure 6.4: Opening the cabinet door  
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2. Fix the cabinet door  

When the door is opened, the double -headed bolt of the door support 

will slide naturally. Once the bolt reaches the hole position (see Fig. A), 

the limit bar will automatically secure the door.  

 

Images are for reference only. Please refer to the actual product 

received.  

 

6.2.5  Cable entrance design  

All external connection cables to the energy storage cabinet shall enter and 

exit through the bottom of the cabinet.  

All exposed external cables must be properly protected (e.g., routed through 

conduits) to prevent damage by rodents. After the wiring work is completed, 

ǘƘŜ ŎŀōƛƴŜǘΩǎ ŎŀōƭŜ ŜƴǘǊȅκŜȄƛǘ ƘƻƭŜǎ Ƴǳǎǘ ōŜ ǘƛƎƘǘƭȅ ǎŜŀƭŜŘ ǿƛǘƘ ŦƛǊŜǇǊƻƻŦ Ǉǳǘǘȅ 

or other suitable seal ing materials.  

The design of the cable entry/exit holes at the bottom of the energy storage 

cabinet is illustrated below.  

 
Figure 6.5: Fix the cabinet door  




























































































